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PART # See Specifications Below
DESCRIPTION:
Stow Bands
Tube Stoes™

SPECIFICATIONS
1 - CPS-PB001-REG. Stowbands, Regular
2 X 3/8”

2 - CPS- PB001-TAN, Stowbands, Large, 
DBSL 2 X 5/8”

3 - CPS-TUBE STOES-TK, Tube Stoes™, 
Natural

1 2 3
Figure 22.  Stow Bands and Tube Stoes™.  

PART # CPS-AAD2C1M1535A-1500/35/A
DESCRIPTION: CYPRES-2

SPECIFICATIONS
1 Pin Military 1500 ft.35 M/S ABS

Figure 23. CYPRES AAD 1500 Ft.  
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PART # JM003-1
DESCRIPTION: 
MJ Main Closing Loop

SPECIFICATIONS
Type IIA White/Green 

Finished Loop Length 1 1/2” +/- 1/4”
Measured from washer to the end of the 
loop.

#8 Washer 

Figure 24.  Main Closing Loop  

PART # PAAD-CYPLOOP
DESCRIPTION:  
MJ Reserve Closing Loop

SPECIFICATIONS
CYPRES Loop Material

Finished Loop Length= 2 3/4” +/- 1/8”
Measured from washer to the end of the 
loop.

Figure 25.  Reserve Closing Loop (CYPRES)  
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CHAPTER 11

MEASURING LINE TRIM
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Measuring Line Trims 

Make sure that all connector links are held firmly 

Measure the "A" line from the riser end of the connector link,
to the bottom seam loaded stitchrow.

and evenly when measuring lines.

Measure the steering lines with
the brake set loop on the same
peg as the connector links.

A Line

B Line

C Line

D Line

Steering

Measure the "A" line to B, C, D, line differentials from top of loop to top of loop.
Measure the control lines from the outboard "A" line top of loop 
to the top of loop of the UST.

Mark on toggle line.

Measure the Brake to Toggle (BK-TOG), from
the peg to the toggle mark on the steering line.

Measure the Lower Steering Line (LST)
from the peg to the Upper Steering Line
(UST) fingertrap cascade junction.

On a PD Canopy

While measuring pull each line to 5 lbs.
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